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Bergstrom Standard Products Division provides 
total HVAC solutions to OEM and aftermarket 
customers in Europe & Developing regions. We 
apply a fl exible and creative approach to creative 
HVAC solutions from a global manufacturer with 
world class capabilities.

Through a dedicated team of HVAC specialists 
and ever increasing dealer network, Bergstrom 
Standard Products are able to offer potential 
customers a signifi cant range of standard 
conventional HVAC systems from within Bergstrom 
Inc, subsidiaries and partner companies KYSOR, 
Dirna Bergstrom, Kale Bergstrom and SEA.

In addition to the conventional air conditioning 
systems Bergstrom Standard Products are able
to supply a range of electrical systems from within 
the Dirna product portfolio, supporting a variety of 
market sectors such as agriculture, construction, 
coach (Driver spot cooler) and on highway 
applications such as truck.

Bergstrom Standard Products enables customers 
to have a single point of supply for all products 
from within the Bergstrom group, irrespective
of the manufacturing location.

A global manufacturer with world class capabilities

Air conditioning systems for vehicles
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System Type

SYSTEM SCHEMATICS

A/C

Evaporator unit of A/C (2)
Compressor (4)
Condenser (6)

Receiver Drier (5)
Pressure Switch (3)

Control Panel (1)
A/C Hose Kit
Installation Kit

HVAC

Evaporator unit of HVAC1 (2)
Compressor (4)
Condenser (6)

Receiver Drier (5)
Water Valve (7)

Pressure Switch (3)
Control Panel (1)
Heater Hose (8)

A/C Hose Kit
Installation Kit

Heater

Heater Unit (2)
Water Valve (7)

Control Panel (1)
Heater Hose (8)
Installation Kit

2 8

7

5

3

4

6

1





A/C

HVAC

Heaters

Condensers

Evaporatives

Accessories





ºC

ºF
TEMP

ON/OFF

57

46
0

570

Control remote

Display

Roof mount

Standalone A/C Electrical Unit

PositionFront and Controls

INTEGRAL POWER 
AUTOMATIC CONTROL

Performance

/ 12V BSP00001AC12 24V BSP00001AC24

Applications

Electrical Data

700 (m3/hr)

airflowcold

2.0kW

12V

cold

3.2kW

24V

/32-65A
amps

12V
volts

30-55A
amps

24V
volts

Performance Input Data

C40 32
temp humidity

Minimum alternator required: 24V - 75 A/h - 28V / 12V - 80A/h - 15V

A
/C



DIRECTION OF TRAVEL

655

30
5

480

123

62

35

123

SPACE SPACE

SPACE
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Weight

43.5Kg

INTEGRAL POWER  

21
7

66
4

763

63

/ 12V BSP00001AC12 24V BSP00001AC24

Cutting template

12 V

Expansion valve 2.0 TON
(6020 Kcal/h)

Hose 3/8”

Hose 3/4”

24 V

Expansion valve 1.5 TON
(5275 Kcal/h)

Hose 3/8”

Hose 3/4”

AUTOMATIC CONTROL

A B

A - Red wire (positive)
B- Blue wire (negative)

Accesories

1 AWG Harness
length: 6.36 mts.

BSP00001HARNESS

A
/C



Switch A/C

Switch Fan

Roof mount

Evaporator and Condenser Roof Unit

PositionFront and controls

T-5

Performance

Applications

/22A 11A
amps amps

Electrical Data

12V 24V
volts volts

Performance Input Data

C40 32
temp humidity

700 (m3/hr)

airflowcold

5.0kW
+

57

46
0

570

/ 12V BSP00004AC12 24V BSP00004AC24

The T5 conventional A/C system requires the purchase of a compressor, compressor mounting bracket, hose kit and wiring harness.

A
/C



1 - Red wire (feeding)
2- Black wire (way out to compressor)

3- Brown wire (ground)
4- Green wire (unit switched on with key)

4 3 2 1

Expansion valve 2.0 TON
(6020 Kcal/h)

Hose 3/8”

Hose 3/4”

DIRECTION OF TRAVEL

SPACE SPACE

SPACE

615

123 123

42
0

62

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

25Kg

T-5

16
5

66
4

733

Cutting template

/ 12V BSP00004AC12 24V BSP00004AC24

A
/C



Standalone A/C Electrical Unit

Position

COMPACT 1.4 

Performance

/ 12V BSP00005AC12 24V BSP00005AC24

Applications

Electrical Data

800 (m3/hr)

airflowcold

1.4kW

12V

cold

1.4kW

24V

/28A 18A
amps amps

12V 24V
volts volts

Performance Input Data

C35 50
temp humidity

Please bear in mind the type of work, battery, alternator.12V

ºC

ºF
TEMP

ON/OFF

Console, Front and
Controls

Consoles adapted to every type of vehicles

Control remote

Display

Roof mount

A
/C



A B
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Weight

29.9Kg

COMPACT 1.4 
/ 12V BSP00005AC12 24V BSP00005AC24

17
6

83
1

726

Cutting template Cutting template
For trucks For forklifts

A - Blue wire (positive)
B- Brown wire (negative)

A
/C



ºC

ºF
TEMP

ON/OFF

Unit performance with the engine running is 3.0kW and with engine switched off 
the performance is limited to 1.4kW to protect the vehicle battery.

Standalone A/C Electrical Unit

Position

COMPACT 3.0 

Performance

24V BSP00006AC24

Applications

Electrical Data

Performance Input Data

C35 50
temp humidity

/11-24A
ampsengine

switched
OFF 25-38A

ampsengine
started

ON

800 (m3/hr)

airflowcold

3.0kW
+

Console, Front and
Controls

Consoles adapted to every type of vehicles

Control remote

Display

Roof mount

A
/C



A - Blue wire (positive)
B- Brown wire (negative)

A B

20
3

83
1

726
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Weight

39.3Kg

COMPACT 3.0 
24V BSP00006AC24

Cutting template Cutting template
For trucks For forklifts

A
/C



589

Switch A/C Switch Fan

Horizontal Evaporator Unit

Front and Controls

KA-400

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

/10A 5A
amps amps

12V 24V
volts volts

/ 12V BSP00007AC12 24V BSP00007AC24

425 (m3/hr)

airflowcold

6.4kW
+

Position
Roof liner

A
/C



To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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589

42
5

75

15
2

425

Weight

11.8Kg

KA-400
/ 12V BSP00007AC12 24V BSP00007AC24

Expansion valve 2.0 TON

Hose 5/16”
5/8-18UNF

Hose 1/2”
7/8-14UNF

3

2

1

1 - Red wire (live)
2- Yellow wire (clutch)

3- Black and white wire (ground)

A
/C



387

Vertical Evaporator Unit

PositionFront and Controls

KA-550

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

/12A 7A
amps amps

12V 24V
volts volts

/ 12V BSP00008AC12 24V BSP00008AC24

467 (m3/hr)

airflowcold

5.7kW
+

Corner mount

Switch A/C

Switch FanSwitch recirculation

A
/C



3

2

1

174

51
1

49

439

387

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

15.4Kg

KA-550
/ 12V BSP00008AC12 24V BSP00008AC24

1 - Red wire (live)
2- Yellow wire (clutch)
3- Black wire (ground)

Expansion valve 2.0 TON

Hose 5/16”

Hose 1/2”

A
/C



Roof mount

Evaporator and Condenser Roof Unit

PositionFront and Controls

HD-1000

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

/32A 16A
amps amps

12V 24V
volts volts

690 (m3/hr)

airflowcold

7.6kW
+

/ 12V BSP00009AC12 24V BSP00009AC24

A
/C



667

70
9

29
5

82

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

38.6Kg

HD-1000
/ 12V BSP00009AC12 24V BSP00009AC24

1 - (to pressure switch)
2- (to blower)
3- (to ground)

32

1

Fittings

Inlet
hose 1/2” and fitting 7/8-14UNF

Outlet
hose 13/32” and fitting 3/4-16UNF

A
/C



Horizontal Evaporator Unit

Position

KA-750

Performance

Applications

Electrical Data

Performance Input Data

Roof liner

/ 12V BSP00016AC12 24V BSP00016AC24

C32 70
temp humidity

544 (m3/hr)

airflowcold

10.4kW
+

/26A -A
amps amps

12V 24V
volts volts

A
/C



19
9

864

392

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

8.6Kg

KA-750
/ 12V BSP00016AC12 24V BSP00016AC24

Expansion valve 2.0 TON

Hose 5/16”

Hose 5/8”

A
/C



Position
Multiple mount

Horizontal Evaporator Unit

PASCAL

Performance

Applications

Electrical Data

Performance Input Data

C38 40
temp humidity

/7.8A 4.5A
amps amps

12V 24V
volts volts

450 (m3/hr)

airflowcold

4.0kW
+

/ 12V BSP00025AC12 24V BSP00025AC24

A
/C



Expansion valve 2.0 TON

Hose 5/16”
5/8-18UNF

Hose 1/2”
7/8-14UNF

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

3.8Kg

PASCAL

1 - Yellow wire (speed 1)
2- Red wire (speed 2)

3- Orange wire (speed 3)
4- Black wire (ground)

4

3

2

1

/ 12V BSP00025AC12 24V BSP00025AC24

235

13
5

390

23
5

390

A
/C



352

60

30
94

.5

352

60

30
94

.5

352

60
50

94Kit - Outlet panel for Pascal evaporator

Black

352x94x50 (3x Ø60)

Cod.: BSP00005PANELKIT

Kit - Outlet panel for Pascal evaporator

Black vents / Frame - chrome

352x94.5x30 (3x Ø76.5)

Cod.: BSP00003PANELKIT

Kit - Outlet panel for Pascal 
evaporator

Black vents / Frame - black

352x94.5x30 (3x Ø76.5)

Cod.: BSP00006PANELKIT

ACCESSORIES / PASCAL

Outlet panels - Pascal evaporators

A
/C



To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.

ACCESSORIES / PASCAL
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Bracket Kit

Mount to the floor or roof

Cod.: BSP00004MOUNTKIT

Bracket kits - Pascal evaporators

Bracket Kit

Mount to the bulkhead or wall

Cod.: BSP00006MOUNTKIT

Kit - Drain hose

(2 side)

Cod.: BSP00002DRAINKIT

Kit - Drain hose

(1 side)

Cod.: BSP00001DRAINKIT

Drain hose kits - Pascal evaporators

A
/C



Position
Multiple mount

Horizontal Evaporator Unit

KELVIN

Performance

Applications

Electrical Data

Performance Input Data

C38 40
temp humidity

/21.6A 11A
amps amps

12V 24V
volts volts

780 (m3/hr)

airflowcold

6.1kW
+

/ 12V BSP00026AC12 24V BSP00026AC24

A
/C



Expansion valve 2.0 TON

Hose 5/16”
5/8-18UNF

Hose 1/2”
7/8-14UNF

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

5.2Kg

KELVIN

1 - Yellow wire (speed 1)
2- Red wire (speed 2)

3- Orange wire (speed 3)
4- Black wire (ground)

4

3

2

1

/ 12V BSP00026AC12 24V BSP00026AC24

360

17
0

420

36
0

420

A
/C



ACCESSORIES / KELVIN

Kit - Outlet panel for Kelvin evaporator

Black

386x98x50 (4x Ø60)

Cod.: BSP00001PANELKIT

Kit - Outlet panel for Kelvin evaporator

Black vents / Frame - chrome

386x98.5x30 (4x Ø76.5)

Cod.: BSP00002PANELKIT

Outlet panels - Kelvin evaporators

Kit - Outlet panel for Kelvin evaporator

Black vents / Frame - black

386x98.5x30 (4x Ø76.5)

Cod.: BSP00004PANELKIT

386

60

30
98

.5

386

60

30
98

.5

386

60
98

.5
50

A
/C



To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.

ACCESSORIES / KELVIN
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Bracket Kit

Mount to the floor or roof

Cod.: BSP00003MOUNTKIT

Bracket kits - Kelvin evaporators

Bracket Kit

Mount to the bulkhead or wall

Cod.: BSP00005MOUNTKIT

Kit - Drain hose

(2 side)

Cod.: BSP00002DRAINKIT

Kit - Drain hose

(1 side)

Cod.: BSP00001DRAINKIT

Drain hose kits - Kelvin evaporators

A
/C



Roof mount

Standalone A/C Electrical Unit

Position

INTEGRAL POWER 

Performance

/ 12V BSP00028AC12 24V BSP00028AC24

Applications

Electrical Data

700 (m3/hr)

airflowcold

2.0kW

12V

cold

3.2kW

24V

/32-65A
amps

12V
volts

30-55A
amps

24V
volts

Performance Input Data

C40 32
temp humidity

Minimum alternator required: 24V - 75 A/h - 28V / 12V - 80A/h - 15V

Switch A/C

Switch Fan

Front and controls

57

46
0

570

MANUAL CONTROL

A
/C



DIRECTION OF TRAVEL

655

30
5

480

123

62

35

123

SPACE SPACE

SPACE

T // +44 (0)1443 865169
E // enquiries@bergstromstandardproducts.com
W // www.bergstromstandardproducts.com

Weight

43.5Kg

INTEGRAL POWER  

21
7

66
4

763

63

/ 12V BSP00028AC12 24V BSP00028AC24

Cutting template

12 V

Expansion valve 2.0 TON
(6020 Kcal/h)

Hose 3/8”

Hose 3/4”

24 V

Expansion valve 1.5 TON
(5275 Kcal/h)

Hose 3/8”

Hose 3/4”

MANUAL CONTROL

A B

A - Red wire (positive)
B- Blue wire (negative)

Accesories

1 AWG Harness
length: 6.36 mts.

BSP00001HARNESS

A
/C



Roof mount

Standalone A/C Electrical Unit

Position

INTEGRAL POWER 

Performance

/ 12V BSP00029AC12 24V BSP00029AC24

Applications

Electrical Data

700 (m3/hr)

airflowcold

2.0kW

12V

cold

3.2kW

24V

/32-65A
amps

12V
volts

30-55A
amps

24V
volts

Performance Input Data

C40 32
temp humidity

Minimum alternator required: 24V - 75 A/h - 28V / 12V - 80A/h - 15V

ºC

ºF
TEMP

ON/OFF

Console, Front and
Controls

Consoles adapted to every type of vehicles

Control remote

Display

ATC FOR VEHICLES WITH HATCH

A
/C
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Weight

43.5Kg

INTEGRAL POWER  

21
7

66
4

763

63

/ 12V BSP00029AC12 24V BSP00029AC24

12 V

Expansion valve 2.0 TON
(6020 Kcal/h)

Hose 3/8”

Hose 3/4”

24 V

Expansion valve 1.5 TON
(5275 Kcal/h)

Hose 3/8”

Hose 3/4”

ATC FOR VEHICLES WITH HATCH

890

SPACE

SPACE

SPACE

SPACESPACE

651

511

30
5

Coupling plate

A B

A - Red wire (positive)
B- Blue wire (negative)

Accesories

1 AWG Harness
length: 6.36 mts.

BSP00001HARNESS

A
/C



Multiple mounting of components

A/C Electrical Unit

PositionFront and Controls

SPLIT

Performance

Applications

Electrical Data

Performance Input Data

C40 32
temp humidity

/ 12V BSP00041AC12 24V BSP00041AC24

450 (m3/hr)

airflowcold

2.0kW

12V

cold

3.2kW

24V

/32-65A
amps

12V
volts

30-55A
amps

24V
volts

Minimum alternator required: 24V - 75 A/h - 28V / 12V - 80A/h - 15V

Minimum battery required: 24V/12V - 180 A

HORIZONTAL EVAPORATOR

352

60

30

A
/C



42
0

12
1

612

SPLIT

10Kg

Weight

Evaporator Condenser Compressor

3.8Kg 6.5Kg 31Kg

/ 12V BSP00041AC12 24V BSP00041AC24

HORIZONTAL EVAPORATOR

265

13
5

390

33
420

7,
5

524 334

524
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To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.

A
/C



Multiple mounting of components

A/C Electrical Unit

PositionFront and Controls

SPLIT

Performance

Applications

Electrical Data

Performance Input Data

C40 32
temp humidity

/ 12V BSP00048AC12 24V BSP00048AC12

450 (m3/hr)

airflowcold

2.0kW

12V

cold

3.2kW

24V

/32-65A
amps

12V
volts

30-55A
amps

24V
volts

Minimum alternator required: 24V - 75 A/h - 28V / 12V - 80A/h - 15V

Minimum battery required: 24V/12V - 180 A

VERTICAL EVAPORATOR

168

11
0.

41

171

Panel with two holes

A
/C



SPLIT

10Kg

Weight

Evaporator Condenser Compressor

7.8Kg 6.5Kg 31Kg

/ 12V BSP00048AC12 24V BSP00048AC24

VERTICAL EVAPORATOR

171

49
1

169

42
0

12
1

612

33
420

7.
5

524 334

524
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To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.

A
/C



589

Horizontal Evaporator Unit

PositionFront and Controls

KK-400
/ 12V BSP00002HVAC12 24V BSP00002HVAC24

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

/10A 5A
amps amps

12V 24V
volts volts

425 (m3/hr)

airflowcold

6.4kW
++

hot

7.6kW

C C11 90
temp coolant

H
ot

C
ol

d

Switch A/C

Switch heater

Switch Fan

Roof liner

H
VA

C



589

42
5

75

15
2

425

Weight

3

2

1

1 - Red wire (live)
2- Yellow wire (clutch)

3- Black and white wire (ground)

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

13.6Kg

KK-400
/ 12V BSP00002HVAC12 24V BSP00002HVAC24

Water hoses d. 15.88 mm

Water hoses

Expansion valve 2.0 TON

Hose 3/8”

Hose 3/4”

H
VA

C



387

Vertical Evaporator Unit

PositionFront and Controls

KK-550
/ 12V BSP00003HVAC12 24V BSP00003HVAC24

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

/12A 7A
amps amps

12V 24V
volts volts

467 (m3/hr)

airflowcold

5.7kW
++

hot

9.8kW

C C11 90
temp coolant

H
ot

C
ol

d

Switch A/CSwitch heater

Switch FanSwitch recirculation

Corner mount

H
VA

C



174

51
1

49

439

387

3

2

1

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

16.8Kg

KK-550
/ 12V BSP00003HVAC12 24V BSP00003HVAC24

Water hoses

Expansion valve 2.0 TON

Hose 3/8”

Hose 3/4”

Water hoses d. 15.88 mm

1 - Red wire (live)
2- Yellow wire (clutch
3- Black wire (ground)

H
VA

C



Evaporator and Condenser Unit

Position

HD-1000
/ 12V BSP00006HVAC12 24V BSP00006HVAC24

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

/32A 16A
amps amps

12V 24V
volts volts

690 (m3/hr)

airflowcold

7.6kW
++

hot

10.0kW

Front and Controls

C C11 90
temp coolant

H
ot

C
ol

d

Roof mount

H
VA

C



667

70
9

29
5

82

1 - (to pressure switch)
2- (to blower
3- (to ground)

32

1

Fittings

Inlet
hose 1/2” and fitting 7/8-14UNF

Outlet
hose 13/32” and fitting 3/4-16UNF

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

40Kg

HD-1000
/ 12V BSP00006HVAC12 24V BSP00006HVAC24

H
VA

C



Evaporator Unit

KK-750
/ 12V BSP00010HVAC12 24V BSP00010HVAC24

Position
Roof liner

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

/26A 10A
amps amps

12V 24V
volts volts

544 (m3/hr)

airflowcold

7.3kW
++

hot

10.4kW

C C11 90
temp coolant

H
ot

C
ol

d

H
VA

C



19
9

864

392

Water hoses d. 15.88 mm

Water hoses

Expansion valve 2.0 TON

Hose 5/16”

Hose 5/8”

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

5.9Kg

KK-750
/ 12V BSP00010HVAC12 24V BSP00010HVAC24

H
VA

C



Position
Multiple mount

HVAC system

KELVIN
/ 12V BSP00014HVAC12 24V BSP00014HVAC24

/20A 10.5A
amps amps

12V 24V
volts volts

Performance

Applications

Electrical Data

Performance Input Data

C38 40
temp humidity

700 (m3/hr)

airflowcold

6.1kW
++

hot

9.5kW

C C10 80
temp coolant

H
ot

C
ol

d

H
VA

C



To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

6.3Kg

KELVIN

360

17
0

420

36
0

420

Expansion valve 2.0 TON

Hose 5/16”
5/8-18UNF

Hose 1/2”
7/8-14UNF

Water hoses

1 - Yellow wire (speed 1)
2- Red wire (speed 2)

3- Orange wire (speed 3)
4- Black wire (ground)

4

3

2

1

Water hoses d. 15.88 mm

/ 12V BSP00014HVAC12 24V BSP00014HVAC24

H
VA

C



ACCESSORIES / KELVIN

Kit - Outlet panel for Kelvin evaporator

Black

386x98x50 (4x Ø60)

Cod.: BSP00001PANELKIT

Kit - Outlet panel for Kelvin evaporator

Black vents / Frame - chrome

386x98.5x30 (4x Ø76.5)

Cod.: BSP00002PANELKIT

Outlet panels - Kelvin evaporators

Kit - Outlet panel for Kelvin evaporator

Black vents / Frame - black

386x98.5x30 (4x Ø76.5)

Cod.: BSP00004PANELKIT

386

60

30
98

.5

386

60

30
98

.5

386

60
98

.5
50

H
VA

C



ACCESSORIES / KELVIN
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Bracket Kit

Mount to the floor or roof

Cod.: BSP00003MOUNTKIT

Bracket kits - Kelvin evaporators

Bracket Kit

Mount to the bulkhead or wall

Cod.: BSP00005MOUNTKIT

Kit - Drain hose

(2 side)

Cod.: BSP00002DRAINKIT

Kit - Drain hose

(1 side)

Cod.: BSP00001DRAINKIT

Drain hose kits - Kelvin evaporators

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.

H
VA

C



Standard Water Heat

KH-150

Performance

Applications

Electrical Data

Performance Input Data

195 (m3/hr)

airflow

+
hot

3.8kW

 12V BSP00004Heat12

3.6A
amps

12V
volts

C C11 90
temp coolant

Position
Corner mount

H
eaters



To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

4.5Kg

KH-150

20
7

50

230

213

24V BSP00004Heat24

2

1

Water hoses d. 16 mm

Water hoses

1- Red wire (low speed)
2- Orange wire (high speed)

H
eaters



Standard Water Heat

Position

KH-750

Performance

Applications

Electrical Data

Performance Input Data

544 (m3/hr)

airflow

+
hot

7.3kW

 12V BSP00007Heat12

26A
amps

12V
volts

C C11 90
temp coolant

Roof liner

H
eaters



19
9

864

392

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

8.6Kg

KH-750
 12V BSP00007Heat12

Water hoses d. 15.88 mm

Water hoses

H
eaters



Multiple mount

Standard Water Heat

Position

PASCAL

Performance

Applications

Electrical Data

Performance Input Data

450 (m3/hr)

airflow

+
hot

7.5kW

/ 12V BSP00013Heat12 24V BSP00013Heat24

/10A 5A
amps amps

12V 24V
volts volts

C80
temp coolant

C10

H
eaters



235

13
5

389

23
5

389

To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.
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Weight

3.8Kg

PASCAL

Water hoses d. 15.88 mm

Water hoses

/ 12V BSP00013Heat12 24V BSP00013Heat24

1 - Yellow wire (speed 1)
2- Red wire (speed 2)

3- Orange wire (speed 3)
4- Black wire (ground)

4

3

2

1
H

eaters



ACCESSORIES / PASCAL

Kit - Outlet panel for Pascal evaporator

Black

352x94x50 (3x Ø60)

Cod.: BSP00005PANELKIT

Kit - Outlet panel for Pascal evaporator

Black vents / Frame - chrome

352x94.5x30 (3x Ø76.5)

Cod.: BSP00003PANELKIT

Outlet panels - Pascal evaporators

Kit - Outlet panel for Pascal evaporator

Black vents / Frame - black

352x94.5x30 (3x Ø76.5)

Cod.: BSP00006PANELKIT

352

60

30
94

.5

352

60

30
94

.5

352

60
50

94

H
eaters



To ensure you have a complete kit to enable you chosen system to operate please check the system schematic data sheet 
which details the full list of components required.

ACCESSORIES / PASCAL
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Bracket Kit

Mount to the floor or roof

Cod.: BSP00004MOUNTKIT

Bracket kits - Pascal evaporators

Bracket Kit

Mount to the bulkhead or wall

Cod.: BSP00006MOUNTKIT

H
eaters



27
5

146
689

664

27
5
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Roof/wall mount condenser with fans and receiver drier

KC-750
/ 12V BSP00005Cond12  24V BSP00005Cond24

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

/10A 20A
amps amps

12V 24V
volts volts

cold

9.4kW

Roof/wall mount

Position

Weight

5.9Kg

C
ondensers
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DBC-100
/ 12V BSP00010Cond12  24V BSP00010Cond24

Multiple mount condenser with motocompressor

Performance

Applications

Electrical Data

Performance Input Data

C32 70
temp humidity

cold

3.2kW

/30-40A 25-35A
amps amps

12V 24V
volts volts

Wall/chassis mount

Position

Weight

33Kg

597

353.5

32
5.

5
35

3.
5

C
ondensers



Evaporative Cab Cooler

PositionConsole, Front and 
Controls

FLAT

Performance

Applications

Electrical Data

800 (m3/hr)

airflow

Performance Input Data

C33 40
temp humidity

/ 12V BSP00001EVCo12  24V BSP00001EVCo24

/11A 4.7A
amps amps

12V 24V
volts volts

Control remote

Display

Consoles adapted to every type of trucks

Roof mount

Evaporatives



13
5

81
8

718

4 3 2 1 2 1
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Weight

14.8Kg

FLAT

Standard
27 liters
130x550x550 mm

Camper
15 liters
200x350x330 mm

Water tanks

/ 12V BSP00001EVCo12  24V BSP00001EVCo24

1 - White wire (float)
2- White wire (float)

3- Blue wire (Water pump)
4- Black wire (Water pump)

1 - Red wire (positive)
2- Brown wire (negative)

Evaporatives



475

40
1

11
7

Evaporative Cab Cooler

PositionConsole, Front and 
Controls

MOCHILA

Performance

Applications

Electrical Data

800 (m3/hr)

airflow

Performance Input Data

C38 35
temp humidity

/11A 4.7A
amps amps

12V 24V
volts volts

/ 12V BSP00002EVCo12  24V BSP00002EVCo24

Control remote

Display

Wall mount

Evaporatives



49
6

150

832

1 - White wire (float)
2- White wire (float)

3- Blue wire (Water pump)
4- Black wire (Water pump)

1 - Red wire (positive)
2- Brown wire (negative)
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Weight

6.4Kg

MOCHILA

Standard
27 liters
130x550x550 mm

Camper
15 liters
200x350x330 mm

Water tanks

/ 12V BSP00002EVCo12  24V BSP00002EVCo24

4 3 2 1 2 1

Evaporatives



Evaporative Cab Cooler

PositionConsole, Front and 
Controls

CAMPER

Performance

Applications

Electrical Data

800 (m3/hr)

airflow

Performance Input Data

C33 38
temp humidity

11A
amps

12V
volts

 12V BSP00003EVCo12

Control remote

Display

450

45
0

28

Roof mount

Evaporatives



4 3 2 1 2 1
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Weight

17Kg

CAMPER

78
7

16
0

860

Camper
15 liters
200x350x330 mm

Water tanks

 12V BSP00003EVCo12

1 - White wire (float)
2- White wire (float)

3- Blue wire (Water pump)
4- Black wire (Water pump)

1 - Red wire (positive)
2- Brown wire (negative)

Evaporatives



A
ccesories

Blowers

Blower assy 12V High performance

350x140x169

Cod.: BSP00001BLOWER

Blower 12V STD

350x140x169

Cod.: BSP00003BLOWER

Blower 12V

326x114x129

Cod.: BSP00004BLOWER

Blower 24V

326x114x129

Cod.: BSP00005BLOWER

Blower assy 24V High performance

350x140x169

Cod.: BSP00002BLOWER

ACCESSORIES

width x depth x height



A
ccessories
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ACCESSORIES

Manual Control 

Cod.: BSP00002CONTROL

Manual Control

Cod.: BSP00001CONTROL

Controls

Switch A/C
Switch Fan
Cooling-heating mix

Switch A/C
Switch Fan

Cooling-heating mix



A
ccesories

Expansion valve kit

2 TON.

Inlet 3/8”-1/2” - Outlet 5/8”-5/8”

Cod.: BSP00004TXVALV

Expansion valve kit

2 TON.

Inlet 3/8”-1/2” - Outlet 5/8”-3/4”

Cod.: BSP00003TXVALV

Expansion valve kit

2 TON.

Inlet 3/8”-1/2” - Outlet 1/2”-3/4”

Cod.: BSP00001TXVALV

ACCESSORIES

Expansion valve (TXV)

Expansion valve kit

2 TON.

Inlet 3/8”-1/2” - Outlet 5/8”-3/4”

Cod.: BSP00002TXVALV



A
ccessories

Fan 12V Blow

331x331x97

Air flow: 2,380 m3/h

Cod.: BSP00005FAN

Fan axial 24V guard DT conn

286x269x94

Air flow: 1,894 m3/h

Cod.: BSP00001FAN
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ACCESSORIES

Fan 24V Suction

310x310x71

Air flow: 1,530 m3/h

Cod.: BSP00004FAN

Fan axial 12V guard DT conn

286x269x94

Air flow: 1,650 m3/h

Cod.: BSP00002FAN

Fan 12V Suction

310x310x71

Air flow: 1,530 m3/h

Cod.: BSP00003FAN

Fans



A
ccesories

Horizontal receiver drier

Ø xx mm.

Cod.: BSP00004RDRIER

Vertical receiver drier

230.6 x Ø 81 mm.

Cod.: BSP00003RDRIER

Vertical receiver drier M/M.

186.7 x Ø 60 mm.

Cod.: BSP00002RDRIER

ACCESSORIES

Vertical receiver drier M/F.

246.5 x Ø 81 mm.

Cod.: BSP00001RDRIER

Filters



A
ccessories
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ACCESSORIES

Louvers

Air Diffuser Vent

Cod.: BSP00001LOUVER

101

76 34

52

Air Diffuser Vent

Cod.: BSP00002LOUVER52
.3

2

130

23
49

Air Diffuser Vent

Cod.: BSP00003LOUVER

52

144

23

49



A
ccesories

Water valve

5/8” hose connections

Cod.: BSP00005VALWAT

Water valve 

5/8” hose connections

Cod.: BSP00004VALWAT

Water valve

5/8” hose connections

Cod.: BSP00003VALWAT

Water valve

5/8” hose connections

Cod.: BSP00002VALWAT

Water valve

5/8” hose connections

Cod.: BSP00001VALWAT

ACCESSORIES

Waters valve



A
ccessories
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ACCESSORIES
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